INSTRUCTION MANUAL

TWO WAY RADIO

Model name:3208plus
Frequency:400-480MHz

FCC ID:T4K3208PLUS



The transceiver will provide you with reliable, clear and efficient communication service. The

THANK YOU!

performance transveiver, It boasts power (5W), long distance, loud and clear timbre, capacity

transceiver introduces innovative DSP digital signal processing technology, high level integration,
it is including kinds of professional function, best stability and great reliability as well as exterior
smooth lines, novel, fashionable, let it meet the instant communication technology and become a high

battery (7.4V 1500mAh), It is best suit for property, building, shopping mall, outdoor work place with
noisy surroundings. For your full comprehension of the varous excellent functions and maintenance,
please read the user manual before use.

NOTE:
When programming the transceiver, read the factory initial data first, then rewrite the frequency and
signaling etc., otherwise errors may occur because of different frequency band etc.

User Manual Applied to: 3208plus



SAFETY INFORMATION FOR USER

the transceiver is excellently designed with advanced technology. Please observe the following

precautions to perform your obligation, prevent personal injury and ensure the safety of transceiver
usage.

1.
2.

Keep the transceiver and accessories away from children.
Please do not try to open or modify the transceiver without permission, non-professionals process
may also cause damage.

3. Please use assorted battery and charger to avoid damage.
4.
5. Please do not expose the transceiver to long period of direct sunlight, nor place it close to heat

Please use assorted antenna to ensure the communication distance.

appliances.

6. Please do not put the transceiver in excessively dusty or humid areas.
7.
8
9

Do not use harsh chemicals, cleaning solvents to clean the transceiver.

. Do not transmit without antenna.
. When using this transceiver, we recommend transmitting for 1 minute then receiving for 4 minutes.

Continuous transmitting for long time or working in high power will heat the back of the transceiver.
Do not place the transceiver’s hot back close to any surface of plastic.

10.1f any abnormal odor or smoke detected coming from the transceiver, turn off the power and take

off the battery pack and its case. Then contact localdealers.

ATTENTION:

All tips above apply to accessories of your transceiver. If any device can not work normally,
please contact local dealers.

If you use any accessories made by other companies, our Company does not guarantee the
operability and safety of the transceiver.
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o UNPACKING

We only dobest radio!

Carefully unpack the transceiver. We recommend you to identify the items listed in the following
table before discarding the packing material. If any items are missing or have been damaged during
shipment, please contact dealers immediately.

(((-\ Supplied Accessories

Item Number Quantity
Antenna QA01U(400-480MHz) 1
Li-ion Battery Pack QB-40L 1
Battery Charger QBC-40L 1
AC Adaptor QPS-07 1
Belt Clip BC09 1
Instruction Manual 1




((4Standard Accessories

&

Antenna*' Li-ion Battery Pack

QAO01U (400-480MHz) QB-40L
Instruction
Manual
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Charger
QBC-40L

AC Adaptor
QPS-07

Belt Clip
BCO09




o BATTERY INFORMATION ‘
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((@How to Charge

1. Plug the AC adaptor into the AC outlet, and then plug the cable
of the AC adaptor into the DC jack located on the back of the [,;i=
Charger. The Backlight lights orange (1s) and then goes out,
lights green----waits to charge. AC input

2. Plug the battery or transceiver into the charger. Make sure that
the battery terminals are in contact with charging terminals
well. The Backlight turns into twinkling red----- Pre-charging
begins.

3. After pre-charging for about 5 minutes, the indicator will stop
twinkling----charging begins.

4.1t takes approximately 4.5 hours to fully charge the battery. When the lamp lights green, the
charging is finished. Remove the battery or the transceiver is finished. Remove the battery or the
transceiver equipped with battery from socket.

NOTE: When charging a power—on transceiver equipped with battery, the indicating lamp will not
turn into green to show the fully charged status. Only when the transceiver is switched off, can the
lamp indicate normally. The transceiver consumes energy when it is power—on, and the charger can
not detect the voltage when the battery has been fully charged. So the charger will charge battery in
constant voltage and fail to indicate correctly whether the battery has been charged fully.
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((@Installing / Removing the Battery

M Installing the Battery
1. Lay the battery to face the back of the radio.
2. Press the button of battery , the latch in button of transceiver locks will release . After hearing a
"click" sounds ,the battery has been locked.

Bl Removing the Battery
According to “w” to push the battery lock to removing the battery.
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